- AMENDMENT UNDER 37 C.F.R. § 1.111 
U.S. Application No.: 09/676,675 


Attorney Docket: Q60673 


AMENDMENTS TO THE DRAWINGS 

Figs. 1 and 2 are redrawn to add labels. Support for the labels is found in the 
specification. Additionally, due to space limitations, Fig. 2 is divided into Figs. 2A and 2B. 
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Calling party 5 dials identifier^/ 
of called party 


Calling Party 
Terminal 5 


i 


FIG. 2A 


Dialed identifier received by 
adapter 9 

i — 
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Adapter 9 establishes 
connection via telephone 
network 4 to server 2 and 
server 2 establishes IP 
connection between adapter 
9 and data network 1 
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w 


Adapter 9 establishes IP 
connection to VoIP server 1 1 
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Adapter 9 transmits its ID 
and called party's ID to VoIP 
server 1 1 
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If received ID not number of 
called party, VoIP server 11 
determines number of called 
party terminal 6 
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W 


VoIP server 11 makes call 
over telephone network 4 to 
terminal 6 to be activated 
and transmits signaling 
information 
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Called Party 
Terminal 6 


I 


Adapter 10 of called party 
receives signaling 
information 

Q F\G. 2B ^ 
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If call not from VoIP 
server, but normal call 


If call from VoIP server 


VoIP server 1 1 clears call to 
called party terminal 6 
without conventional 

telephone connection being 
established 

i — 
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Adapter 1 0 establishes 
connection via telephone 
network 4 to server 3 and 
server 3 establishes IP 
connection between adapter 
10 and data network 1 

i — 
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FIG. 2B 


Adapter 1 1 of called party 
switches incoming call 
through to terminal 6, 

establishing conventional 
telephone connection 
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w 


Adapter 10 transmits its 
identifier to VoIP server 1 1 
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VoIP server 11 transmits 
identifier of caller's adapter 9 
and called party's adapter 10 
to the other adapter units 10 
and 9, respectively 
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Voice call is established by 
adapters 9,10 from terminal 
5 to terminal 6 through data 
network 1 
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When either party terminates 
call, connection is released 
between adapters 9 and 10 
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^Complete^ "^ 
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